LENGTH PER PLANS

WALL THICKNESS PER PLANS TOP OF STEEL ENCASEMENT PIPE

FILL SPACE W/ CONCRETE PIPE SUPPORT ASSEMBLY ——| ‘—— 6" MAX.TO NEXT
AT EACH END OR PROVIDE SEE DETAIL PIPE JOINT
BRICK & MORTAR

ENCASEMENT PIPE DETAIL

f

CASING PIPE
RAILROAD * HIGHWAY

NOMINAL
DIA. 0.D. | O.D.

6" 6.90" | 12" |.251" [12”|.188”
8" 9.05” |[16” |.282" 16" |.188"
10" 11107 | 24" | .407" |24"|.188"

PIPE SUPPORT ASSEMBLY MARK NUMBER DIMENSIONS \

CARRIER PIPE
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12" 13.20" | 24" | 407" |24"|.188"
147 15.30" | 24" | .407" |247|.250"
16" 17.40" | 30" | .469"|30"|.250"
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18" 19.50" | 30" | .469" [30"|.250"
24" | 25.80" | 42" | 563" |427].3127
\_ 30" |32.00"| 42" |.563"|42"|.312"
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* DIMENSIONS ARE WITHOUT COATINGS

NOTES:

GREASE ENCASEMENT PIPE AS REQUIRED FOR EASE OF INSTALLATION.
INSTALLATION BY DRY BORE & JACKING.

STEEL PIPE TO BE 35,000 PSI MIN. YIELD STRENGTH.

PROVIDE A 2” DRAIN PIPE FROM CASING PIPE AT DOWNSTREAM INVERT CASING
DRAIN TO DAYLIGHT OR FRENCH DRAIN.
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